SPECIFICATIONS  for  PORTABLE  TIG  WELDING  MACHINE
	S. No.


	Specification  parameters
	Our  Requirement
(or  better)
	Your  Offer (please  fill  and  submit  with  your  TECHNICAL  OFFER)

	1.
	Mains  voltage (in Volts)

Number of phase

Frequency Hz
	220 -240 V  AC

SINGLE phase (1)

50 / 60 
	

	2.
	Permitted  load  at  40°C,  TIG  
mode
25%  duty  cycle,  A / V

60%  duty  cycle,  A / V

100%  duty  cycle,  A / V
	160 / 16.4

100 / 14

90 / 13.6
	

	3.
	Permitted  load at 40°C, MMA
25%  duty  cycle,  A / V

60%  duty  cycle,  A / V

100%  duty  cycle,  A / V
	160 / 26.4
100 / 24.0

80 / 23.2
	

	4.
	Setting  range TIG / MMA (DC)
in Ampere
	50  to  160  ampere
	

	5.
	Open  circuit  voltage,  V


	58
	

	6.
	Phase  current  I  1 eff. (TIG)

Phase  current  I  1 eff. (MMA)
	11.4 A

16.3 A
	

	7.
	Weld  able  electrode  size
	φ  1.6  to  3.2 mm


	

	8.
	Welding  Machine  Cooling 

 requirements
	Air  fan  cooled

with  minimum

3  heat  sinks  for

effective  heat 

dissipation
	

	9.
	Dimensions l×w×h, mm
	310 × 140 × 230

	

	10.


	Weight, kg
	6.0 (or less)
	

	11.
	Enclosure  class


	IP 23S
	

	12.
	Application  classification


	S
	

	13.
	Welding  Torch
	4 metre  HF  TIG

torch
	

	14.
	Cable
	3 metre  welding

cable  and  return

cable  kits
	


