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Heavy   Power   Equipment   Plant,   Ramachandrapuram,   Hyderabad - 502 032

   Phones    : 040- 23182327, FAX: 040- 23020154, e-mail : bcp@bhelhyd.co.in

PROJECTS   DEPARTMENT

                  TENDER NOTICE
              Sealed  Tenders  in  single  cover,  are  invited by the  Sr. Manager /Projects ,  from  the  selected agencies ( Limited Tender ) for  the  following  work, the tenders will dropped in the Tender box  provided at Vendor complex  behind Admn. Building,  B H E L,  Ramachandrapuram,  Hyderabad 502 032  upto  11.00 Hours on  the  dates  specified  and  the  Tenders  will  be  opened  on  the  same  day  at 13.15 Hours in vendor complex behind Admn building.

            The  tenders  will  be issued on all  working  days  to selected agencies between  9.00 Hours  and  14.00  Hours   at the office of  Sr. Manager /Projects during the specified dates.                    
	Sl. 

No.
	Name of work
	Approx. 

Estimate Amount     (Rs. in Lakhs)
	Earnest Money Deposit                ( Rs in Lakhs).
	Period of contract

Upto
	Cost of Tender Document (Rs)
	Issue of Tenders (09.00 hrs to 14.00 hrs)
	Last date for receipt (11.00 hrs) and opening of tenders. (13.15 hrs)

	
	
	
	
	
	If Purchased from BHEL 
	If down loaded from web
	From


	

	
	Tender Notice No: PROJ-EC / ELEC / LT/2012-13 /15,     Dt: 15-02-2013
	
	
	
	
	
	
	

	1
	Mechanical works for Test Facilities (Phase-III ) for BFP,FBP and CEP upto 1000 MW at Pump shop – Balance works.

	10.76
	0.40
	2 Months
	 NIL
	    N.A
	15.02.2013
	19.02.2013


          The agencies are advised to visit to understand the nature of work / quantum of work in its true prospective to avoid any complications.
    SR. MANAGER



                                     Projects  Dept
SR.DGM / PROJECTS
TENDER BOX IS AVAILABLE AT VENDOR COMPLEX , BEHIND ADMN.BUILDING  FOR DROPPING FILLED TENDERS UPTO   ( 11.00 HRS ) ON DUE DATE 
B H A R A T  H E A V Y  E L E C T R I C A L S  L I M I T E D 

RAMACHANDRAPURAM : : HYDERABAD – 502032

PROJECTS DEPARTMENT

TELEPHONE No.:040- 23182327, FAX No.: 040–23020154, e-mail : bcp@bhelhyd.co.in

TENDER NOTICE No.: PROJ-EC/ELEC/LT/2012-13/15, dtd . 15.02.2013                                                            

1.         Name of work



: Mechanical works for Test Facilities (Phase-III 

                                                                     ) for BFP,FBP and CEP upto 1000 MW at Pump 

                                                                     shop – Balance works.
2.      Earnest Money Deposit

: Rs.40,000/-
3.      Time of Completion


: 2 Months  from the date of commencement. 

4.       Maintenance period


: NIL
5.     Sale of Tenders  from 


 : 15-02-2013
6.      Last date of receipt of Tenders
            : 19-02-2013  upto 11.00 Hrs. Tender Box is 
                                                                     available  at Vendor Complex, Behind
                                                                      Admn.Bldg. 

7.      Date and time of opening of Tenders
: 19-02-2013, after  13.15 Hrs. 

8.     Estimated Amount 


: Rs  10,76,742/-,  Service Tax &  VAT Extra.
9.      Cost of Tender documents

:  NIL
 Full Name & Address:


--------------------------------------------------------------- 



---------------------------------------------------------------

---------------------------------------------------------------

         E- Mail id: ____________________________________

         Contractor Code No: 

         (  BHEL issued No. )_____________________________

 TENDERING PROCESS

A. Tender box is available at  VENDOR COMPLEX , BEHIND ADMN.BUILDING  and  Tender box will be closed at 11.00 Hrs on due date. 

B. Tender documents are issued in Single Bid system.

1.    Techno-commercial bid ( Consisting of Technical and price bids )
C. Tender opening

The tenders will be received upto 11.00 Hrs. on 19.02.2013  and Tender will be opened on                   at 13.30 Hrs., the techno-commercial bids will be opened and evaluated.
D. The technical bid consists of technical schedule, Price Bid & General Conditions requiring  documentary proof. In case the agency has  not satisfied all the conditions along with documentary  proof,  the tender will be rejected.                                

E.   Technical and price bids  must be in single cover and superscribed as "Techno commercial bid".Tender Notice No.,Name of the work, Name,address of the agency and date of opening shall be clearly written on the cover. Every page of  the Techno Commercial Bid documents shall be signed and Stamped by the Tenderer at the bottom of the page.
              :: 2 ::

                                                                  To be filled up  by the bidder /Contractor

                   TECHNICAL BID

Name of work                       : Mechanical works for Test Facilities (Phase-III ) for BFP,FBP 

                                              and CEP upto 1000 MW at Pump shop – Balance works.
Tender Notice No &              : PROJ-EC/ELEC/LT/2012-13/15  dtd.15-02-2013 
Date,  Item No.                          

	S.No
	Description
	Data to be filled by Bidder/Contractor

	1
	Name of the Contractor       

Full Address                              

Contractor’s code No.

Contact person                           

Phone 

Fax   

Mobile Nos.    

E-mail ID     

 Agency shall provide  Fax No, e-mail id for  communication. BHEL will communicate through  e-mail for required data/ intimation of dates.
	:

:

:

:

:

:

:

:



	2
	ESI No.  (Copy to be enclosed)
	:

	3
	PF CODE  No. (Copy to be enclosed) 

In case not available, the agency shall submit 

the PF Code No. before commencement of work. 
	:

	4
	PAN No . (Copy to be enclosed)  

 
	:

	5
	Service Tax No.
	:


	6
	VAT No.
	:


	7
	LABOUR LICENCE ( Copy to be enclosed if available ), Valid upto :
Incase not available, party shall submit the Licence before commencement of the work.
	:


 NOTE: 
1.  Without  PAN ,VAT TIN No., and Service Tax  Registration Nos  contractors bills cannot be       

        processed and payments will be held up.

2. Techno commercial bids will be scrutinised by the Dept. and   In case the   agency has not satisfied all the above conditions with documentary   proof the bid will be rejected.

3. In case of a firm, the documents shall be in the name of the firm.   However in case of sole proprietor or individuals these  documents shall  be  on the name of the sole proprietor or individual.

4. Though some of above documents are available with BHEL for those agencies who are presently working with BHEL, they also should submit one copy of the same. Otherwise the  offer will be rejected.

5. All the  relevant columns shall be filled with proper information. The  unfinished/wrongly filled/incomplete Tender Documents  are liable for rejection.
6. BHEL reserves the right to reject any or all tenders in part or in full without assigning any reason. 
7.  Any other works not mentioned but required for completion of the project are to be carried out by the contractor with mutually agreed rates and vetted by Finance.

8. BHEL reserves the right to reduce/increase the items,quantities mentioned in the schedule.
9. Party shall comply all legal , statutory requirements applicable to execute the work before  commencement of  the work. 
10. The Tenderers are required to quote their tender value in percentage (%) basis at excess or less or on par with estimated value. ( The agency shall quote (+) or (-) or on par with estimated value). The quoted value in percentage (%) shall be written in figures and words over the BHEL estimate value given in the Price Bid. In case of any difference in words and figures the percentage given in words will be considered for comparision and for awarding the work.
If the agency quotes for any two variants ( +  or – or on par ) at a time, the lowest will be considered for evaluation of Tender.

In case more than one agency becomes L1 by quoting same value, further sealed quotation will be called for, from those L1 agencies only to decide final agency with further lowest value. No agency shall quote more than his original tender rates, while re-quoting.
11. If the due date of tenders opening extended because of poor response the agencies who 
have already submitted tender bids earlier need not submit revised tender. The original tender only will be considered for evaluation. If the tender is not opened on due date due to any reasons / unavoidable circumstances/the date of opening happens to be a declared holiday at a later date, the same will be opened on next working day at the stipulated time.
12. All BHEL General Conditions of the Contract shall be applicable. Also the special 

      conditions from time to time are also applicable.
13. Any statutory increase in the labour wages during the period of execution shall be born by the agency. The agency shall quote the firm rates considering the possible labour escalation also.

14. If the Bidder deliberately gives any wrong information in his tender to create in circumstances for the acceptance of his bid, BHEL reserves the right to reject such application.

15. The quantities indicated in the schedule are tentative and may increase or decrease or delete.
                                                                                                            Signature of Contractor(s).
PRICE BID ( Single Bid )
Bharat Heavy Electricals Limited

Ramachandrapuram : Hyderabad-32

Projects department
TENDER SCHEDULE FOR THE WORK OF “Mechanical works for Test Facilities (Phase-III ) for 

BFP,FBP and CEP upto 1000 MW at Pump shop – Balance works”.
Tender Notice No.: PROJ-EC/ELEC/LT/2012-13/15, dtd.15.02.2013
The quotations should be on our tender schedule only. Any deviations/deletions etc. should be brought out separately in your letter pad and enclosed to our tender documents.
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	SL.NO
	DESCRIPTION
	QTY
	UNIT
	UNIT RATE
	AMOUNT IN RS.

	1
	LAYING OF  CS PIPES :                                                                                                     The scope of work involves shifting of materials from stores  / yard, fabrication, erection , testing of piping for Medium Pressure Boiler Feed water pipe lines .Piping works includes installation of pipes,pipe fittings, flanges, bends, Tees,hangers  & structural supports etc. as per IBR quality. They are to be aligned and joined by tack welding / flange joint with bolts , nuts, washers and gaskets and clamped on supports at a height of -1 Mtr. to 6 Mtr. level as per drawing / BHEL engineers instructions.  ( Tools &  tackles, welding rods & equipment are in the contractor's scope ). The operation parameters of BFP loop :Pressure :20 Kg / Cm2,Temperature : 150 to 200 ° C.                                                                                 Contractor has to engage only IBR qualified  and tested welders for the above works.                                                  


	
	
	
	

	a
	CS Pipe dia. 20" , Sch.40  ( 508 x 15.09 )
	6
	RM
	2002.15
	12012.9

	b
	CS Pipe dia. 16",Sch.40 (406.4 x 12.7 )
	8
	RM
	1601.72
	12813.76

	c
	CS Pipe dia. 14",Sch.10 ( 355.6 x 50 )
	18
	RM
	1401.51
	25227.18

	d
	CS Pipe dia. 10",Sch.40 (273.1 x 9.27 )
	6
	RM
	1001.08
	6006.48

	e
	CS Pipe dia. 4",Sch.40 ( 114.3 x 6.02 )
	12
	RM
	400.43
	4805.16

	f
	CS Pipe dia. 3",Sch.160 ( 88.9 x 11.13 )
	20
	RM
	300.32
	6006.4

	g
	CS Pipe dia. 1",Sch.40 ( 33.4 x 3.38 )
	40
	RM
	75.84
	3033.6

	h
	CS Pipe dia. 3/4", Sch.40 (26.7 x 2.87 )
	50
	RM
	66.74
	3337


Contd..2

CONTRACTOR






ACCEPTING AUTHORITY
= 2=
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	2
	WELDING AND FABRICATION OF PIPINGS AS PER IBR QUALITY :            Root run TIG welding of following pipes with contractors TIG welding set. WPS No. WE003 to be followed for CS piping .The rates quoted includes welding electrodes, consumables, equipments etc. are in the scope of contractor. 10%  X-ray will be carried out on weld joints in total pipe lines.  However, 100% X-ray to be carried out for pipe dia.14" - 12 Mtr. and pipe dia. 3" - 6 Mtr.  X-ray will be carried out by BHEL on free of charge. If the joint fails in X-ray test, the agency has to cut the joints, re-weld and offer for X-ray test again at their own cost. 
	
	
	
	

	a
	CS Pipe dia. 20" , Sch.40  
	3
	Jts.
	4200
	12600

	b
	CS Pipe dia. 16",Sch.40 
	15
	Jts.
	3360
	50400

	c
	CS Pipe dia. 14" (50 mm thickness): 100% X-ray
	20
	Jts.
	2940
	58800

	d
	CS Pipe dia. 12",Sch.40 
	4
	Jts.
	3360
	13440

	e
	CS Pipe dia. 10",Sch.40 
	4
	Jts.
	2100
	8400

	f
	CS Pipe dia. 4",Sch.40 
	10
	Jts.
	840
	8400

	g
	CS Pipe dia. 3",Sch.160  ( 100% X-ray for 6 Mtr. Length )
	16
	Jts.
	1875
	30000

	h
	CS Pipe dia. 2",Sch.40 
	32
	Jts.
	1360
	43520

	i
	CS Pipe dia. 3/4", Sch.40 
	30
	Jts.
	150
	4500

	k
	CS Pipe dia.1", Sch.40
	20
	Jts.
	450
	9000

	3
	Erection of Valves :The scope of work  includes shifting of valves from stores / yard to site, removal from the packages, alignment, erection and commissioning. All the scrap / wooden boxes to be shifted to scrap yard or as per site engineer's instructions to avoid accumulation of scrap in the test plant area.
	
	
	
	

	a
	Motor operated Valve dia.20" - 2 Nos. ( 1 Ton each )
	2
	Ton
	3000
	6000

	b
	MOV  dia.16"
	2
	Ton
	2500
	5000

	c
	Hand Operated Gate Valve dia. 14" -  2 Nos. ( 1 Ton each )
	2
	Ton
	2250
	4500


Contd..3

CONTRACTOR






  ACCEPTING AUTHORITY
= 3 =
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	d
	Motor Operated Valve dia. 12"- 1 No.( 0.8 Ton each )
	0.8
	Ton
	2100
	1680

	e
	Valve dia.4" - 4 Nos. ( 0.2 Ton each )
	0.8
	Ton
	2500
	2000

	f
	Valve dia.3" - 1 Nos. (0.2 Ton each )
	0.2
	Ton
	2500
	500

	g
	Valve dia.1" - 10 Nos. ( 0.05 Ton each )


	1.4
	Ton
	2500
	3500

	4
	Loop for water arrangement :
	
	
	
	

	a
	Vertical Booster Pump - 1 No.
	8
	Ton
	4500
	36000

	5
	Fabrication : Fabrication and erection  of structural supports, ladders, platforms, cross over and canopies to equipments and pipe line system. The above scope of the work includes collection of BHEL free issued MS materials from stores / yard, shifting to site of the work. The above work to be carried out with contractor's welding electrodes, consumables and equipments.
	2
	Ton
	8500
	17000



	6
	Insulation with cladding : Supply andapplication / laying of thermal insulation for  the following  pipelines with LRB  insulation and covering it with 22 SWG Aluminium sheet as required. Before starting the work,surface should be cleaned perfectly. The pipeline work includes Tees, running joints, flanges  & bends etc.. After applying rock wool mattress of specified thickness,backend on one side with 22 SWG, 3/4" GI wire mesh and stitched it tightly with 24 G GI lacing wire. Fabrication and fixing of 22 G of commercial quality Aluminium sheet to the required true shape with sufficient overlap and tightening it with No.8 self tapping parker screws. The design, material, workmanship, installation and measurements etc. should confirm to all the IS specifications relevant ( IS:14164 ) with uptodate amendments and also as per the site Engineer's instructions.
	
	
	
	

	6.1
	Wrapped with insulation material filled non asbestos high temperature resistant fabric cloth bolster.
	
	
	
	

	a
	CS Pipe dia.20" including flanges and bends ( Thickness of insulation : 65 mm )             


	150
	Sqm.
	1250
	187500


Contd..4

CONTRACTOR






ACCEPTING AUTHORITY
= 4 =
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	6.2
	LRB insulation with cladding ( Thickness of insulation : 50 mm )
	
	
	
	

	a
	CS Pipe dia.20"  including flanges and bends ( Thickness of insulation : 65 mm )
	200
	Sqm.
	1250
	250000

	b
	CS Pipe dia. 16"  including flanges and bends ( Thickness of insulation : 65 mm )
	60
	Sqm.
	1250
	75000



	c
	CS Pipe dia. 8"  including flanges and bends ( Thickness of insulation : 65 mm )
	40
	Sqm.
	1250
	50000

	d
	CS Pipe dia. 4"  including flanges and bends ( Thickness of insulation : 50 mm )
	15
	Sqm.
	1250
	18750



	e
	CS Pipe dia. 2"  including flanges and bends ( Thickness of insulation : 50 mm )
	20
	Sqm.
	1250
	25000



	f
	CS tube 16 mm x 2.6 mm ( Rope insulation )
	10
	Sqm.
	1250
	12500

	7
	Painting : Supply of paints as mentioned and painting of pipe line, structural steel supports / Platforms etc. as per scope of work with one coat of Red Oxide Zinc Chrome primer / Red Oxide primer after thorough cleaning and 2 coats of Aluminium heat resistant paint to withstand 200 deg.C/ enamel synthetic paint as applicable. Make : British / Shalimar / Asian.
	993
	Sqm.
	70
	69510



	
	
	
	
	
	1076742


( Rupees Ten Lakhs seventy six thousand seven hundred forty two only )
Note : The tenderers are required to quote their tender value in Percentage (%) basis at excess or less or on par with estimated value.
	Tender percentage (%)
	In words
	Figures

	Less


	
	

	Estimated rates only  ( on par )
	
	

	Excess
	
	

	Notes :


(1) The above rates are excluding of VAT and Service Tax.

(2) The contract shall indicate VAT & Service Tax separately as extra in price Bid.
(3) The contractor has to submit separate VAT and service tax invoice along with RAB.

(4) The quantities indicated in the schedule are tentative and may increase or decrease or delete.

(5) Any other works not mentioned but required for completion of the Project are to be carried out by the contractor with mutually agreed rates and vetted by finance.
(6) Contractor shall shift the materials from different locations inside the factory to the project site and return back the left over materials after completion of the work to the project stores or as per the instructions of the site engineer.

CONTRACTOR






ACCEPTING AUTHORITY

